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MATERIAL 

 

PLASTIC PP (Polypropylene) 

WATER ABSORPTION < 0,1 % 

 

 

 

PURPOSE OF USE 

 

Component for the point drainage of surfaces in order to collect, transport and discharge rainwater from 

adjacent fixed surfaces. 

 

 

 

 

 

DESIGNS 

 

 With ductile iron grating (B 125) 

 With galvanized mesh grating 20/30 (B 125) 

 

 

 

 

EDGE PROTECTION 

 PP 

 

ACCESSORIES 

 

 Including sediment bucket made of plastic 

 Including bolted cover 

(different variants) 
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MEAPARK YARD GULLY MADE OF PLASTIC 

Yard gully made of plastic with sediment bucket and connector Ø 110 mm. Optionally with ductile iron grating or 

galvanized mesh grating 20/30. Loading classes, A 15 to B 125 (gratings according to EN 124). 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MEAPARK YARD GULLY WITH DUCTILE IRON GRATING, LOADING CLASS B 125 ACCORDING TO EN 124 

Designation Ord. No. 
Length 
[mm] 

Width 
[mm] 

Height 
[mm] 

kg/unit 

MEAPARK Yard Gully incl. bolted ductile iron grating B 125, with 
sediment bucket and vertical connector Ø 110 mm 

010141786 292 292 303 5,90 

MEAPARK EC Yard Gully incl. bolted ductile iron grating B 125, with 
sediment bucket and vertical connector Ø 110 mm for E-Commerce 

010141792 292 292 303 5,90 

 

 

 

 

 

 

 

 

 

 

 

 

 

MEAPARK Yard Gully 

Sediment bucket 

Ductile iron grating, 
B 125 
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GB-TD-210512 – MEAPARK Yard Gully - FM 

MEA Bautechnik GmbH 
Business Unit MEA Water Management 

Sudetenstraße 1 
86551 Aichach 

Tel.: +49 (0) 82 51. 91 0 
Fax: +49 (0) 82 51. 91 13 06 

E-Mail: info@mea-group.com 
www.mea-group.com 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MEAPARK YARD GULLY WITH MESH GRATING 20/30, LOADING CLASS B 125 ACCORDING TO EN 124 

Designation Ord. No. 
Length 
[mm] 

Width 
[mm] 

Height 
[mm] 

kg/unit 

MEAPARK Yard Gully incl. bolted mesh grating 20/30 galv. 
B 125 + sediment bucket and vertical connector Ø 110 mm 

010141788 292 292 303 4,88 

MEAPARK EC Yard Gully incl. bolted mesh grating 20/30 galv.  
B 125 + sediment bucket and vertical connector Ø 110 mm for 
E-Commerce 

010141794 292 292 303 4,88 

 
 
 
This edition of the technical data sheet shall be valid from May 2021 until a revised version is published and replaces any previous publications.  
The respectively current version is available for download at www.mea-group.com. 
 
 
 
 
 
 
 
 
 
 
 

 

MEAPARK Yard Gully 

Sediment bucket 

Galvanized mesh grating 20/30, 
B 125 
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